26'-0" MAX FOR COMMERCIAL

NOTE: APPROXIMATE SPACING

1. HOUSING UNIT

2. HOUSING ATTACHMENT SCREWS (IUH)

3. MOUNTING BRACKET AT EACH END

4. HOUSING ATTACHMENT SCREWS (OAH)

5. VINYL WINDOW (OPTIONAL)

6. WELDED SEAM

7. SIDE MAGNATRACK

7‘ 2!_0" 2!_0" 2!_0" 2!_0" 7
1 _\
2

I
3 | ———

—./
4 _/ |
5 _\_.
6 —

7——\\\\
\

N

|
10
__\\\\\

2'_0“ e 2'_0" e

N
-

1 ELEVATION VIEW
SCALE: 1/2" =1'-0"

2'_3"

16'-0" MAX FOR COMMERCIAL

8. SIDE MAGNATRACK ATTACHMENT SCREWS

9. SCREEN

10. WEIGHTED BAR

NOTE

5 1/2" HOUSING (MAX 240" WIDE / 132" TALL)
7" HOUSING (OVER 240"-300"
WIDE OR OVER 132" - 192" TALL)

*SUBJECT TO CHANGE WITHOUT NOTICE

HOUSING END CAPS OR MOUNTING
BRACKETS MUST BE SECURED
PROPERLY AS THEY ARE THE LOAD
BEARING POINTS OF THE SYSTEM.
CENTER OF HOUSING ONLY NEED TO BE
SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.

NEVER PLACE FASTENERS IN THE
MIDDLE OF HOUSING (TOP OR BACK)

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

l‘ Progresswe HORIZONTAL WINDOW CONFIGURATION

SCREENS




1. HOUSING UNIT
26'-0" MAX FOR COMMERCIAL 2. HOUSING ATTACHMENT SCREWS (IUH)

NOTE: APPROXIMATE SPACING 3. MOUNTING BRACKET AT EACH END
2'-0" 2'-0" 2'-0" — 4. HOUSING ATTACHMENT SCREWS (OAH)

5. VINYL WINDOW (OPTIONAL)

6. WELDED SEAM

7. SIDE MAGNATRACK
I : : 8. SIDE MAGNATRACK ATTACHMENT SCREWS

o 9. SCREEN

10. WEIGHTED BAR

e 2'_0"

BlIWODN

J gl

()]

NOTE

5 1/2" HOUSING (MAX 240" WIDE / 132" TALL)
7" HOUSING (OVER 240"-300"
WIDE OR OVER 132" - 192" TALL)

2'_0“ e 2'_0" e

16'-0" MAX FOR COMMERCIAL

*SUBJECT TO CHANGE WITHOUT NOTICE

HOUSING END CAPS OR MOUNTING
BRACKETS MUST BE SECURED
PROPERLY AS THEY ARE THE LOAD
BEARING POINTS OF THE SYSTEM.
CENTER OF HOUSING ONLY NEED TO BE
L SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.

NEVER PLACE FASTENERS IN THE
MIDDLE OF HOUSING (TOP OR BACK)

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL

1 ELEVATION VIEW CONDITIONS AND DIMENSIONS AT JOB SITE.

2'_3"

s

N
-

. e THE CONTRACTOR/OWNER SHALL REPORT ALL
SCALE: 1/2"=1'-0 DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

.‘ Progressive
gSCREENS VERTICAL WINDOW CONFIGURATION




e 2'_0"

30'-0" MAX
(26'-0" FOR COMMERCIAL)

NOTE: APPROXIMATE SPACING
2'_0" 2'_0"

2!_0"

e

2'_0"

2|_OI|
18'-0" MAX

(16'-0" FOR COMMERCIAL)

A

2'_3"

N
-

1 ELEVATION VIEW
SCALE: 1/2" =1'-0"

.‘ Progresswe

SCREENS

1. HOUSING UNIT

2. HOUSING ATTACHMENT SCREWS (IUH)

3. MOUNTING BRACKET AT EACH END

4. HOUSING ATTACHMENT SCREWS (OAH)

5. POSSIBLE SEAM OVER 120"

6. SIDE MAGNATRACK

7. SIDE MAGNATRACK ATTACHMENT SCREWS

8. SCREEN

9. WEIGHTED BAR

NOTE

5 1/2" HOUSING (MAX 240" WIDE / 132" TALL)
7" HOUSING (OVER 240"-300"
WIDE OR OVER 132" - 192" TALL)

*SUBJECT TO CHANGE WITHOUT NOTICE

HOUSING END CAPS OR MOUNTING
BRACKETS MUST BE SECURED
PROPERLY AS THEY ARE THE LOAD
BEARING POINTS OF THE SYSTEM.
CENTER OF HOUSING ONLY NEED TO BE
SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.

NEVER PLACE FASTENERS IN THE
MIDDLE OF HOUSING (TOP OR BACK)

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

INSECT OR SOLAR MESH




(2) ROWS OF FASTENERS @ 24" O.C. SPACED 6" O.C. w/
[WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT
[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

~——— HEADER OR LINTEL

T~ HOOD (BACK)

. ——ROLLER

8"

2 RENDERINGS
SCALE: NTS

.¥
INSERT ROLLER NOTE

HOUSING END CAPS OR MOUNTING BRACKETS MUST BE
SECURED PROPERLY AS THEY ARE THE LOAD BEARING
POINTS OF THE SYSTEM. CENTER OF HOUSING ONLY
NEED TO BE SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.

NEVER PLACE FASTENERS IN THE MIDDLE OF HOUSING

‘ SIDE MAGNATRACK (TOP OR BACK)
f / Date: 02.25.22
HOOD (FRONT)

—_— Drawn by: AGL
SCREEN WHILE EVERY ATTEMPT HAS BEEN MADE IN
? g\ THE PREPARATION OF THESE DRAWINGS TO
1 SECTION AVOID MISTAKE, THE DESIGNER CANNOT

LR — 4 O GUARANTEE AGAINST HUMAN ERROR. PRIOR
SCALE 6 - 1 -0 " WEIGHT BAR TO THE COMMENCEMENT OF ANY WORK,

I CONTRACTOR/OWNER MUST VERIFY ALL

T~

CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.
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T (2) ROWS OF FASTENERS @ 24" O.C. SPACED 6" O.C. w/
[WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT

[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

~—— HEADER OR LINTEL

T~ HOOD (BACK)

RENDERINGS
T~ INSERTROLLER 2 SCALE: NTS

NOTE

HOUSING END CAPS OR MOUNTING BRACKETS MUST BE
SECURED PROPERLY AS THEY ARE THE LOAD BEARING
POINTS OF THE SYSTEM. CENTER OF HOUSING ONLY

<>% SlDE MAGNATRACK NEED TO BE SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.
NEVER PLACE FASTENERS IN THE MIDDLE OF HOUSING

(TOP OR BACK)

L HOOD (FRONT)
SCREEN Date: 02.25.22

1 SECTION Drawn by: AGL
SCALE 6" = 1 "0" €?0§§ WHILE EVERY ATTEMPT HAS BEEN MADE IN
l

WEIGHT BAR THE PREPARATION OF THESE DRAWINGS TO
j AVOID MISTAKE, THE DESIGNER CANNOT

‘> GUARANTEE AGAINST HUMAN ERROR. PRIOR

TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
] DISCREPANCIES BETWEEN DRAWINGS AND

= EXISTING CONDITIONS TO THE DESIGNER
A PRIOR TO COMMENCING WORK.
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(2) ROWS OF FASTENERS @ 24" O.C. w/

[WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT
[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

T~ HOOD (BACK)
6"

ROLLER

T~ INSERTROLLER

2 RENDERINGS
SCALE: NTS

NOTE
HOUSING END CAPS OR MOUNTING BRACKETS MUST BE

\ SECURED PROPERLY AS THEY ARE THE LOAD BEARING
SIDE MAGNATRACK POINTS OF THE SYSTEM. CENTER OF HOUSING ONLY

NEED TO BE SECURED AS DEEMED NECESSARY TO

HOOD (FRONT) /; Q\ STABILIZE HOUSING COVER.
NEVER PLACE FASTENERS IN THE MIDDLE OF HOUSING

(TOP OR BACK)

SCREEN
.'¥ Date: 02.25.22
WEIGHT BAR Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN

[ l THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT

VA

1 SECTION
SCALE: 6" = 1'-0"

—TAA T GUARANTEE AGAINST HUMAN ERROR. PRIOR
A TO THE COMMENCEMENT OF ANY WORK,
) "L CONTRACTOR/OWNER MUST VERIFY ALL
K 4 1 . 5 \\\’ CONDITIONS AND DIMENSIONS AT JOB SITE.

e THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

' "”"/Tmmmlmm)mvm

PAGE

»dProgre
= sC

6" HOUSING UNIT (IUH) 06




L HOOD (FRONT)

1 SECTION
SCALE: 6" = 1'-0"

FASTENERS @ 24" O.C. w/

[WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT
[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

2 RENDERINGS

SCALE: NTS
HEADER OR LINTEL NOTE
HOUSING END CAPS OR MOUNTING BRACKETS MUST BE
SECURED PROPERLY AS THEY ARE THE LOAD BEARING
INSERT ROLLER POINTS OF THE SYSTEM. CENTER OF HOUSING ONLY
NEED TO BE SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.
NEVER PLACE FASTENERS IN THE MIDDLE OF HOUSING
HOOD (BACK) (TOP OR BACK)
ROLLER Date: 02.25.22
SCREEN Drawn by: AGL
WHILE EVERY ATTEMPT HAS BEEN MADE IN
SIDE MAGNATRACK THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
WEIGHT BAR GUARANTEE AGAINST HUMAN ERROR. PRIOR

TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

8" HOUSING UNIT (OAH)




FASTENERS @ 24" O.C. w/
[WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT
7 5|| [CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT
. [ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

7.5"

2 RENDERINGS
SCALE: NTS

L HOOD (FRONT) HEADER OR LINTEL NOTE

HOUSING END CAPS OR MOUNTING BRACKETS MUST BE
SECURED PROPERLY AS THEY ARE THE LOAD BEARING
M |NSERT ROLLER POINTS OF THE SYSTEM. CENTER OF HOUSING ONLY
NEED TO BE SECURED AS DEEMED NECESSARY TO

N
DD HOOD (BACK
[ l

(TOP OR BACK)
ROLLER Date: 02.25.22

\ SCREEN Drawn by.'AGL
\ SIDE MAGNATRACK WHILE EVERY ATTEMPT HAS BEEN MADE IN
-

1 SECTION
SCALE: 6" = 1'-0"

THE PREPARATION OF THESE DRAWINGS TO
WEIGHT BAR AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,

L n CONTRACTOR/OWNER MUST VERIFY ALL
K / 1 . 5 \\' CONDITIONS AND DIMENSIONS AT JOB SITE.
o THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

7.5" HOUSING UNIT (OAH)




FASTENERS @ 24" O.C. w/
/ [WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT
[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT
[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

K
\ I
6"
SN
o )k \ N— HEADER OR LINTEL

HOOD (BACK)

N

2 RENDERINGS
SCALE: NTS

\\\::___
INSERT ROLLER
HOOD (FRONT) a %\
g E ROLLER NOTE
HOUSING END CAPS OR MOUNTING BRACKETS MUST BE
~\ SCREEN SECURED PROPERLY AS THEY ARE THE LOAD BEARING
.

POINTS OF THE SYSTEM. CENTER OF HOUSING ONLY
NEED TO BE SECURED AS DEEMED NECESSARY TO
STABILIZE HOUSING COVER.

NEVER PLACE FASTENERS IN THE MIDDLE OF HOUSING
SIDE MAGNATRACK

[ | (TOP OR BACK)
;“y WEIGHT BAR Date: 02.25.22
SECTION )
1 e — 1 5|| J Drawn by: AGL
SCALE 6 - 1 '0 Z - \\\\ WHILE EVERY ATTEMPT HAS BEEN MADE IN

AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

'"'"T”"”"m”“’““rw THE PREPARATION OF THESE DRAWINGS TO
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NOTE: FOR 300"- 360" WIDE, AND/OR OVER 192" TALL

HURRICANE: FOR 276" - 360" WIDE, AND/OR OVER 176" TALL

HEADER OR LINTEL REMOVABLE ACCESS PANEL
e MUST BE WIDER THAN
. FINISHED ROLLER WIDTH
fF— 475" ——
o  amiEm 1l
| ROUER /7, i
i N ]
To)
N _/
i SCREEN
~~ yA
QO
W W < L WEIGHT BAR —
9 o SIDE MAGNATRACK
<k 5" ELEVATION
20 SCALE: 1/2" = 10"
E —
W=
a0 =
OO
Wl -
Zrx <
=_ w -
=00 7o)
= T Z ™~ 8" BRACKET
%O ) N \
< QO \ ROLLER
N INSERT ROLLER
I __— SIDE MAGNATRACK
FRONT OR BOTTOM —— SCREEN Date: 02.25.22
REMOVABLE :
ACCESS PANELS __— WEIGHT BAR Drawn by: AGL
i < / o WHILE EVERY ATTEMPT HAS BEEN MADE IN
g; Q? L THE PREPARATION OF THESE DRAWINGS TO
O AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
9" MIN. CLEARANCE | | LAy
10"-12" RECOMMENDED | | THE CONTRACTORIOWNER SHALL REPORT AL
1 SECTION DISCREPANCIES BETWEEN DRAWINGS AND
L J EXISTING CONDITIONS TO THE DESIGNER

SCALE: 6" = 1'-0"

PRIOR TO COMMENCING WORK.

6.5" RECESSED ROLLER MOUNT




NOTE: FOR 240"- 300" WIDE, AND/OR 132"-192" TALL HEADER OR LINTEL
HURRICANE: FOR 216"- 276" WIDE, AND/OR 120"-176" TALL /
REMOVABLE ACCESS PANEL
MUST BE WIDER THAN
FINISHED ROLLER WIDTH
4 375" —} LI IITIIIIIS IS IS
) I 71
[ o ROWER — / / |
/ N ]
o -
o SCREEN
—~~ ya
QO
W W < L WEIGHT BAR /
(2) % o0 SIDE MAGNATRACK
<k 5" ELEVATION
EE =0 SCALE: 1/2" = 10"
E —
W < w
e : \
0o )
£ : \
=g @ \ 7.5" BRACKET
=< 0O N '
- EN ‘ N\ \—— ROLLER
- N
-2 ~ L INSERT ROLLER
N
ERONT OR BOTTOM N SIDE MAGNATRACK
REMOVABLE @ @ ~~— SCREEN
ACCESS PANELS O WEIGHT BAR Date: 02.25.22
/ Drawn by: AGL
o WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
8" MIN. CLEARANCE CURRANTEE AGAINST HUMAN ERAOR. PRIOR
9"-11" RECOMMENDED CONTRACTORIOWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
1 SECTION THE CONTRACTOR/OWNER SHALL REPORT ALL
SCALE: 6" = 1'-0" e XIS TING CONDITIONS 70 Th/e DESIONER
PRIOR TO COMMENCING WORK.

5.75" RECESSED ROLLER MOUNT




NOTE: FOR 36" 240" WIDE, UP TO 132" TALL /— HEADER ORLINTEL
HURRICANE: FOR 36" - 216" WIDE, UP TO 120" TALL /

REMOVABLE ACCESS PANEL
MUST BE WIDER THAN
FINISHED ROLLER WIDTH

SCREEN —/
/
WEIGHT BAR —/

SIDE MAGNATRACK

ELEVATION
2

\\ SCALE: 1/2" = 10"
\ 6" BRACKET

N

~

9" MIN. CLEARANCE
10"-12" RECOMMENDED
(CONCEAL WEIGHT BAR)

L ROLLER
\; INSERT ROLLER
~— SCREEN

FRONT OR BOTTOM b
REMOVABLE
ACCESS PANELS

S~ SIDE MAGNATRACK
~——— WEIGHTBAR

7

Date: 02.25.22
Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
’ 1 5 n L TO THE COMMENCEMENT OF ANY WORK,

. CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.

SECTION THE CONTRACTOR/OWNER SHALL REPORT ALL
1 SCALE: 6" = 1-0" DISCREPANCIES BETWEEN DRAWINGS AND

. =1- EXISTING CONDITIONS TO THE DESIGNER

PRIOR TO COMMENCING WORK.

N

6" MIN. CLEARANCE ||
8" RECOMMENDED |

»dProgressive 4" RECESSED ROLLER MOUNT
- SCREEN




NOTE: FOR 300"- 360" WIDE, AND/OR OVER

192" TALL

HURRICANE: FOR 276" - 360" WIDE, AND/OR OVER 176" TALL

REMOVABLE ACCESS PANEL
MUST BE WIDER THAN
FINISHED ROLLER WIDTH
11" MIN. CLEARANCE T HEADER
12".14" RECOMMENDED OR LINTEL
] T  amien - 1
8" BRACKET —_| \ﬁLffjiOL}ER 7777777 A
ROLLER ———__ _/
INSERT ROLLER —~—___ SCREEN
,
L WEIGHT BAR —/
SCREEN —T REMOVABLE SIDE MAGNATRACK
n @ % ) FRONT 2 ELEVATION
<Z( E = ACCESS PANEL SCALE 1/2u = 1!_0"
=5
mEgn
a0 =
°R 3
Ze3 | —— ROLLER
=89 _—— INSERT ROLLER
N =0
NQ
WEIGHT BAR —
SIDE MAGNATRACK —//
I QE ‘ SCREEN Drawn by: AGL
\\ WHILE EVERY ATTEMPT HAS BEEN MADE IN
. * ‘ REMOVABLE THE PREPARATION OF THESE DRAWINGS TO
- AVOID MISTAKE, THE DESIGNER CANNOT
WEIGHT BAR ] e BOTTOM ACCESS PANEL GUARANTEE AGAINST HUMAN ERROR. PRIOR
. TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
165" ROLLERS +1sdrs DISOREPANGIES DETWEEN DRAWINGS AND.
SCALE: 3"=1'-0" EXISTING CONDITIONS TO THE DESIGNER

»dProgressive
1 SCREENS

RECESSED DUAL SYSTEM - STACKED

PRIOR TO COMMENCING WORK.
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NOTE: FOR 240"- 300" WIDE, AND/OR 132"-192" TALL
HURRICANE: FOR 216"- 276" WIDE, AND/OR 120"-176" TALL

7.5" BRACKET —~

ROLLER —
INSERT ROLLER —

SCREEN —

177

10" MIN. CLEARANCE REMOVABLE ACCESS PANEL
12"-14" RECOMMENDED MUST BE WIDER THAN
FINISHED ROLLER WIDTH
B OR LINTEL \F[ffjiOL}ER iiiiiii ]
N ]

SCREEN —/

19" MIN. CLEARANCE
0"-21" RECOMMENDED
ONCEAL WEIGHT BAR)

C

A\ N

2

WEIGHT BAR —
SIDE MAGNATRACK —

_—— INSERT ROLLER

_—— SIDE MAGNATRACK

7.5" BRACKET —

WEIGHT BAR —

415"

1 5.5" ROLLERS
SCALE: 3" = 1'-0"

»dProgressive
1 SCREENS

SCREEN

.

T REMOVABLE

[

/
WEIGHT BAR —/

BOTTOM ACCESS PANEL

RECESSED DUAL SYSTEM - STACKED

REMOVABLE SIDE MAGNATRACK
y FRONT 2 ELEVATION
_L— ROLLER

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

PAGE
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NOTE: FOR 36"- 240" WIDE, UP TO 132" TALL
HURRICANE: FOR 36" - 216" WIDE, UP TO 120" TALL

REMOVABLE ACCESS PANEL
8" MIN. CLEARANCE MUST BE WIDER THAN
10"-11" RECOMMENDED [ FINISHED ROLLER WIDTH
‘\‘ —————————————— il ———
—— HEADER i} ROLLER !
6" BRACKET - OR LINTEL g Y X T =
ROLLER _/
INSERT ROLLER SCREEN
ya
SCREEN WEIGHT BAR /
Lo REMOVABLE SIDE MAGNATRACK
oo = FRONT 5 ELEVATION
é LIEJ 'j_: ACCESS PANEL SCALE: 1/2" = 1'-0"
<=9 —— ROLLER
L L
a0 =
°R3 _——— INSERT ROLLER
Zo X
=20
o o
WEIGHT BAR
SIDE MAGNATRACK — SIDE MAGNATRACK
6" BRACKET 05 —— SCREEN
1] | —
T T REMOVABLE
[ ]
WEIGHTBAR — | | | AR BOTTOM ACCESS PANEL Date: 02.25.22
Drawn by: AGL
MESSER e S B,
AVOID MISTAKE, THE DESIGNER CANNOT
{4 ROLLERS O A ST U mncr, P
SCALE: 3"=1-0 CONDITIONS AND DIVENSIONS AT OB SITE
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.
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NOTE: FOR 300"- 360" WIDE, AND/OR OVER 192" TALL
HURRICANE: FOR 276" - 360" WIDE, AND/OR OVER 176" TALL

19" MIN. CLEARANCE
T ——
8" BRAKCETS — ggﬁfgs ORLINTEL
—
ROLLER —~ 17— INSERT ROLLER
S
S
|
INSERT ROLLER ——
L
(@)
2
/ z
REMOVABLE i \
FRONT ACCESS SRR
PANEL REMOVABLE
FRONT ACCESS PANEL
REMOVABLE
BOTTOM ACCESS —~_| AR SCREEN
PANEL *\ ‘ ~|__—— REMOVABLE
L ~ o=t =t | BOTTOM ACCESS PANEL
WEIGHT BAR ﬁ A SIDE MAGNATRACK
+1.5" 1 5

1 6.5" ROLLER RECESSED
SCALE: 3"=1'-0" Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.
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NOTE: FOR 240"- 300" WIDE,
— 0 WIDE, AND/OR 120"-176" TALL
ROLLER — __—— INSERTROLLER
1
INSERT ROLLER o
w
206
20\
REMOVABLE S3 % N
FRONT ACCESS hETRIN
PANEL ou REMOVABLE
(@)
REMOVABLE (z) FRONT ACCESS PANEL
BOTTOM ACCESS —~_| o) ‘ | S SCREEN
PANEL B | _—— REMOVABLE
N M= S -+ BOTTOM ACCESS PANEL
WEIGHT BAR q‘;ﬁsf ;ﬁg F: SIDE MAGNATRACK
1 5.5" ROLLER RECESSED R A
SCALE: 3" =1'-0"
P A
" - " " . ——— HEADER OR LINTEL UP TO 132" TALL
6" BRAKCETS 6 3
ROLLER — . R ROLLER HURRICANE: FOR 36" - 216" WIDE,
| ///— INSERT ROLLER UP TO 120" TALL
o
INSERT ROLLER — e
O}
REMOVABLE g
FRONT AgiESEE N Date: 02.25.22
Mg Drawn by: AGL
REMOVABLE EZ; N— REMOVABLE WHILE EVERY ATTEMPT HAS BEEN MADE IN
BOTTOM ACCESS o FRONT ACCESS PANEL AVOID MISTAKE, THE DESIGNER CANNOT |
PANEL Qg} | 7 L~ REMOVABLE GUARANTEE AGAINST HUMAN ERROR. PRIOR
WEIGHT BAR TI= *=TJ  BOTTOMACCESSPANEL | CoNTRACTOROWNER MUST VERIFY ALL
SCALE: 3" =1'-0" = " EXISTING CONDITIONS TO THE DESIGNER
1.5"41.5 PRIOR TO COMMENCING WORK.

»dProgressive ] PAGE
e gSCREENS RECESSED DUAL SYSTEM - BACK TO BACK 12.2




(2) ROWS OF FASTENERS @ 24" O.C. SPACED 6" O.C. w/
[WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT
[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

ROLLER —~_
HEADER OR LINTEL
~——— HOOD (FRONT)

ROLLER

INSERT ROLLER —~

HOOD (FRONT)
INSERT ROLLER

SIDE MAGNATRACK

SCREEN
WEIGHT BAR

115" HOUSING J g oy (2) ROWS OF FASTENERS @ 24" 0.C. SPACED 6" O.C. w/
SCALE: 3" = 1"-0" 157+ 1.5 [WOOD] SDS SCREWS MIN. 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN. 1 1/2" EMBEDMENT

[ALUM/STEEL] #1012 3/4" SELF TAPPING SCREWS

HEADER OR LINTEL
ROLLER —~—~__| HOOD (FRONT)
INSERT ROLLER
HOOD (FRONT) ROLLER
Date: 02.25.22
D - AGL
| INSERT ROLLER rawn by: AG
] f WHILE EVERY ATTEMPT HAS BEEN MADE IN
Q& QJ&E SCREEN THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
| SIDE MAGNATRACK 7O THE OOMMENCEMENT OF ANY WORK.
g=t | E=2 WEIGHT BAR CONDITIONS AND DIMENSIONS AT JOB SITE
6" HOUSING gig ‘iﬂ_/ THE CONTRACTOR/OWNER SHALL REPORT ALL
2 DISCREPANCIES BETWEEN DRAWINGS AND
SCALE: 3"=1'-0" 15" H 15" l)g EXISTING CONDITIONS TO THE DESIGNER
: : PRIOR TO COMMENCING WORK.

PAGE

»dProgressive ]
e gSCREENS DUAL SYSTEM W/ HOODS - BACK TO BACK 13




SNAP COVER
MAGNATRACK

FASTENER BETWEEN
MAGNETS

TRACK INSERT
WEIGHT BAR

[k

11/2u A

2.560" —=

4mm KEDER FOR MTD & MTP APPLICATIONS
5mm KEDER FOR MTC APPLICATIONS

TRACK RETAINER

1 SIDE TRACK (IUH)
SCALE: 12" = 1'-0"

.‘ Progressw

SCREE

\

SNAP COVER
MAGNATRACK

MAGNET UNDER
SNAP COVER

TRACK INSERT —\

WEIGHT BAR j

CLLL

TRACK RETAINER A

4mm KEDER FOR MTD & MTP APPLICATIONS
5mm KEDER FOR MTC APPLICATIONS

FASTENER ATTACHED @ 24" O.C. INTO JAMB W/
[WOOD] SDS SCREWS MIN 2 1/2" EMBEDMENT
[CONCRETE] 1/4" MASONRY SCREWS MIN 1 1/2"
EMBEDMENT

[ALUM/STEEL] #10-#12 3/4" SELF TAPPING SCREWS

SIDE TRACK (OAH)

2 SCALE: 12" =1'-0"

SIDE TRACK DETAILS

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

PAGE
14




4mm KEDER FOR MTE & MTP APPLICATIONS
/ 5mm KEDER FOR MTC APPLICATIONS

WEIGHT BAR — \

/— TRACK INSERT \

o MAGNATRACK
HOUSING =~

— FASTENER BETWEEN ————
' MAGNETS ' ‘

= —
-+ 1.625"MIN £ 3.125" MIN

FASTENER ATTACHED @ 24" O.C. INTO JAMB W/
[WOOD] SDS SCREWS MIN 2 1/2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN 1 1/2"
EMBEDMENT
1 RECESSED SINGLE TRACK 2 RECESSED DUAL TRACK

SCALE: 12" =1'-0" SCALE: 12" =1'-0"

»dProgressi
1 SCREE

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

PAGE

RECESSED SIDE TRACK DETAILS 15




2.742" / T

1

FASTENER ATTACHED @ 12" O.C. INTO JAMB W/

[WOOD] SDS SCREWS MIN 2 EMBEDMENT

SNAPCOVER  [CONCRETE] 1/4" MASONRY SCREWS MIN 1 3/4" EMBEDMENT

[ALUMISTEEL] 6" O.C. #10-#12 3/4" SELF

C CHANNEL TAPPING SCREWS
MAGNATRACK

FASTENER ATTACHED @ 12" O.C. INTO JAMB W/

[WOOD] SDS SCREWS MIN 2" EMBEDMENT

[CONCRETE] 1/4" MASONRY SCREWS MIN 1 3/4"
EMBEDMENT

[ALUM/STEEL] 6" O.C. #10-#12 3/4" SELF TAPPING SCREWS

U CHANNEL
MAGNATRACK %

+— 1.726" —F

—-+— 1.538"
11

1 SIDE MOUNT - C CHANNEL
SCALE: 12" = 1"-0"

.‘ Progressw

SCREE

H— 1727 —F
1.538"
O
NS

—* Ou e

FASTENER BETWEEN MAGNE IS

U CHANNEL Date: 02.25.22
2 SCALE: 12" = 1'-0" Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

HURRICANE SUPPORT CHANNELS P1AgE



SCREEN

END CAP
1.250"
5mm KEDER —~__
FOR , MTE, MTP, T~
& MTC T~ Q@
APPLICATIONS D @
/ < b@
5mm KEDER ———, g Q @
INSERT T, Q@
) Q@
WEIGHT BAR \\ ) NSERT
N g SCREW
N CLAMPING PLATE
@ ISO DETAIL
| | \ilY, / SCALE: NTS
MAGNATRACK —\ /
FELT — END CAP _/
/ \ (SEE DETAIL)
e WEIGHT BAR
T \\;Q
) iy AN
(A FELT
2 ELEVATION
SCALE: 12" = 1'-0" Date: 02.25.22
Drawn by: AGL
1" SECTION T PREPARATION OF THESE DRAWINGS 70
SCALE: 12" =1'-0" AVOID MISTAKE, THE DESIGNER CANNOT

GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

»dProgressi PAGE
—— SSCREE WEIGHT BAR DETAILS 17




END CAP

SCREEN
1.250" { F ]
6mm KEDER -
FOR HURRICANE / \
6mm KEDER — 7
INSERT { W
HURRICANE — ?0 IE ,
WEIGHT BAR © L ~
G N g - INSERT D
SCREW
CLAMPING PLATE
3 ISO DETAIL
{ W 1r / SCALE: NTS
MAGNATRACK N\ pd
N\ / \ (SEE DETAIL)
L WEIGHT BAR
i \\Q
AN
TN FELT
5 ELEVATION
SCALE: 12" = 1'-0" Date: 02.25.22
Drawn by: AGL
1 SECTION THE FREPARATION OF THESE DRAWINGS TO
SCALE 12" = 1._0" AVOID MISTAKE, THE DESIGNER CANNOT

GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

»dProgressive PAGE
e gSCREE : HURRICANE WEIGHT BAR DETAILS 18




SCREEN

6mm KEDER
SNAP COVER FASTENER ATTACHED @ 12" O.C. INTO JAMB W/
FIXED TRACK [WOOD] SDS SCREWS MIN 2" EMBEDMENT
[CONCRETE] 1/4" MASONRY SCREWS MIN 1 3/4"
EMBEDMENT
[ALUM/STEEL] 6" O.C. #10-#12 3/4" SELF TAPPING SCREWS
WINDOW
=
0 WALL
1 SECTION - FACE MOUNT 5" SECTION - INSIDE MOUNT
SCALE: 12" = 1'-0" SCALE: 12" = 1'-0"
FIXED TRACK | — FIXED TRACK
WINDOW WINDOW
1} SCREEN __— SCREEN
e ]
OUTSIDE MOUNT INSIDE MOUNT
3 ELEVATIONS
SCALE: NTS

.‘ Progres5|

PAGE
V
SCREE HURRICANE FIXED TRACK 19

FIXED TRACK
6mm KEDER

SNAP COVER

— SCREEN

WINDOW

Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.




MOTOR RIGHT MOTOR LEFT
FACE MOUNT FACE MOUNT
MOTOR RIGHT MOTOR MOTOR MOTOR LEFT
HEADER MOUNT HEADER MOUNT
s O s S Date: 02.25.22

Drawn by: AGL

WHILE EVERY ATTEMPT HAS BEEN MADE IN
THE PREPARATION OF THESE DRAWINGS TO
AVOID MISTAKE, THE DESIGNER CANNOT
GUARANTEE AGAINST HUMAN ERROR. PRIOR
TO THE COMMENCEMENT OF ANY WORK,
CONTRACTOR/OWNER MUST VERIFY ALL
CONDITIONS AND DIMENSIONS AT JOB SITE.
THE CONTRACTOR/OWNER SHALL REPORT ALL
DISCREPANCIES BETWEEN DRAWINGS AND
EXISTING CONDITIONS TO THE DESIGNER
PRIOR TO COMMENCING WORK.

MOUNTING BRACKET OPTIONS




	Sheets and Views
	01
	02
	03
	04
	05
	06
	07
	08
	09
	10.1
	10.2
	10.3
	11.1
	11.2
	11.3
	12.1
	12.2
	13
	14
	15
	16
	17
	18
	19
	20


